41 Jul 2003

% DIGITAL FILE

PLAN VIEW OF CRITICAL

CRITICAL ROOT ZONE:
ONE FOOT RADIUS FOR EACH
INCH OF TRUNK DIAMETER.

ROOT ZONE

DEAD TREES AND SCRUB
OR UNDER GROWTH
SHALL BE CUT FLUSH
WITH ADJACENT GRADE.
NO GRUBBING ALLOWED
UNDER DRIP LINE.

PLACE FENCING AT
CRITICAL ROOT ZONE.
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OPTIONAL:

6" BARK MULCH, PLACE
BARK MULCH AT AREAS NOT
PROTECTED BY BARRIER.

STANDARD 2"x4"

WITH 1"x4" RAILS OR
ORANGE SAFETY FENCING
MAY BE USED.

SECTION VIEW

1. SEE PLANS FOR LOCATION OF ALL TREE FPROTECTION FENCES

2. ALL TREE PROTECTION DEVISES MUST BE INSTALLED PRIOR TO LAND DISTURBANCE,
INCLUDING THE CUTTING OF ANY TREES.

3. NO GRADING IS TO OCCUR IN THE TREE CONSERVATION AREAS OR TREE CRITICAL ROOT ZONES.
4. REMOVE ALL BARRIERS UPON COMPLETION OF PROJECT.
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